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Section Two

2.0 PROJECT DESCRIPTION

The subject redevelopment site is 5.79 acres located at 5725 Old Wheeler Road
in the City of La Verne, County of Los Angeles, State of California. The APN for
this site is 8664-017-004. The site previously consisted of a privately owned
citrus grove with a family residence, barn, and equipment storage areas.

This project consists of constructing fourteen new single-family homes in
Wheeler Canyon. The existing surrounding community consists of single-famity
homes.

Stormwater mitigation for this project includes a series of 4” pcc drainage swales
that direct stormwater runoff to eight filtered dry well drains along the southern
border of the project. The dry-well drains consist of Jensen Precast 1212HDI
catch basins utilizing Kristar Flogard Plus FGP-12F filtration and Mirafi Filter
Cloth along the outside of an 8" PVC perforated pipe. Dry-well drain details are
provided on Precise Grading Plan Sheet 2 of 6. Stormwater runoff is directed
from the dry-well drains via 8” stormdrain pipe to the Los Angeles County storm
drain system along Chestnut Road and Acorn Drive. A Jensen Precast 1616HDI
catch basin will be installed in the southwestern portion of the project, west of
Acorn Drive and is noted as Item #3 on Precise Grading Plan Sheet 3 of 6 for
specific placement. Flow from this catch basin is directed via 8" storm drain pipe
to a Triton TDAMPK parkway drain installed at the north-westerly corner of the
Chestnut Road and Acomn Drive intersection. This detail is found on Precise
Grading Plan Sheet 3 of 6 as Item #5. This parkway drain outlets onto Chestnut
Road. Excess runoff from this project flows to the Los Angeles County storm
drain system along Chestnut Road and Acom Drive and is channeled in a
southerly direction eventually reaching Puddingstone Channel.

The proposed project will not alter drainage patterns on the site or the
surrounding area. The storm water discharge points will not divert runoff from
existing conditions. There will be an increase to the amount of impervious area
due to the construction, which will be mitigated by the eight dry-well drains
included in the site design. The private road within this project, Worden Road,
shall be maintained by the Home Owner’s Association.
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